Załącznik Nr 6 do SIWZ
I. Wymagane parametry zastępczego urządzenia C1 (model wzorcowy stanowi posiadany już model Cisco Catalyst 2960).
	Typ przełącznika 
	Managed   

	Przełącznik wielowarstwowy 
	L2   

	Obsługa MIB 
	Tak   

	obsługa jakość serwisu (QoS)
	Tak   


	Obsługa Multicast 
	Tak   

	Zarządzanie przez stronę www 
	Tak   

	Łączność 

	Podstawowe przełączanie RJ-45 Liczba portów Ethernet 
	24   

	Podstawowe przełączania Ethernet RJ-45 porty typ  
	Fast Ethernet (10/100)   

	Liczba portów SFP Combo 
	2   

	Port konsoli 
	RJ-45   

	Sieć komputerowa 

	Standardy komunikacyjne 
	IEEE 802.1p,IEEE 802.1x   

	Pełny dupleks 
	Tak   

	Podpora kontroli przepływu 
	Tak   

	Agregator połączenia 
	Tak   

	Limit częstotliwości 
	Tak   

	Obsługa sieci VLAN 
	Tak   

	Przekazanie (audycja) Danych 

	Przepustowość 
	6.5  Mpps 

	Liczba VLANs 
	64   

	Zgodny z Jumbo Frames 
	Tak   

	Ochrona 

	Szyfrowanie / bezpieczeństwo 
	802.1x RADIUS   

	Filtrowanie adresów MAC 
	Tak   

	Praca 

	Stackowalny  
	Nie   

	Pojemność pamięci wewnętrznej  
	128  MB 

	Typ pamięci  
	DRAM   

	Wielkość pamięci flash 
	64  MB 

	Pozostałe właściwości 

	Szerokość pasma 
	16  Gbit/s 

	Dołączone oprogramowanie  
	Cisco IOS LAN Lite   

	Wskaźnik LED zasilania 
	Tak   


II. Wymagane parametry zastępczego urządzenia C2 (model wzorcowy stanowi posiadany już model Cisco Catalyst 6504).

	Operating Altitude: 
	Certified for operation: 0 to 6500 ft (0 to 2000 m). Designed and tested for operation: -200 to 10,000 ft (-60 to 3000 m).

	AC Internal: 
	110

	Power Supply Compatibility: 
	AC: 2700W; DC: 2700W

	Operating Temperature : 
	0 to 40 C

	Storage Temperature: 
	-20 to 65 C

	MTBF: 
	677,643 hours

	Maximum forwarding performance (IPv4): 
	210 Mpps

	Slots: 
	4

	Max 1 GE ports: 
	147

	Relative Humidity: 
	Ambient (noncondensing) - Operating: 5% to 90%; Nonoperating and storage: 5% to 95%

	Weight (fully configured): 
	97 lbs (44 kg)

	DC Internal: 
	2700

	Weight (chassis): 
	40 lbs (17.8 kg)

	Dimensions (H x W x D): 
	8.7 x 17.5 x 21.6 in. (22.2 x 44.5 x 55.2 cm.)

	Max 10-100-1000 ports: 
	145

	Max 10 GE ports: 
	50

	Input Voltage: 
	100 to 240 VAC; -48 to -60 VDC

	Max 40 GE ports: 
	12

	Rack Units: 
	5

	Thermal Transition: 
	0.5 C per minute (hot to cold); 0.33 C per minute (cold to hot)

	Ports: 
	16


